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BILL NO. 1 

The tenderer shall price everything to cover the Contractor’s 
direct costs, overheads, profit and expenses required for all 
risks, liabilities and obligations in terms of this contract.

PRELIMINARIES

ItemEstablishment A

The Tenderer shall price all preliminaries items 
under this section

ItemMonthly B

ItemDe-establishment C
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March 2024

BILL NO. 2

Note: Tenderers are advised to study the attached 
specifications and the General Preambles for Trades 
2017 as published by the ASAQS before pricing this 
Bill.

All works in this Bill shall be deemed to be alterations 
of nature and the tenderer shall sufficiently allow for 
working in patches, around existing services, etc and 
no additional costs in this regard will be entertained.

CONCRETE ROOF REPAIRS AND ALTERATIONS

Unless otherwise stated herein, all items in this Bill 
shall be deemed to be a fixed price for the duration of 
this project.

----------------------------------------

SUPPLEMENTARY PREAMBLES

Tenderers are advised that where trade names are given for 
specific items other similar and approved specifications can be 
priced. All similar specifications shall be qualified when 
submitting the tender

General

ALTERATIONS

SUPPLEMENTARY PREAMBLES

Before submitting his tender the tenderer shall visit the site 
and satisfy himself as to the nature and extent of the work to 
be done and the value of the materials salvageable from the 
alterations.  No claim for any variations of the contract sum in 
respect of the nature and extent of the work or of inferior or 
damaged materials will be entertained

View site
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The contractor shall carry out the whole of the works with as 
little mess and noise as possible and with a minimum of 
disturbance to tenants in the building and to adjoining 
premises and their tenants.  He shall provide proper protection 
and provide, erect and remove when directed, any temporary 
tarpaulins that may be necessary during the progress of the 
works, all to the satisfaction of the principal agent

General

Doors, fanlights, windows, fittings, frames, linings, etc which 
are to be re-used shall be thoroughly overhauled before 
refixing including taking off, easing and rehanging, cramping 
up, re-wedging as required and making good cramps, dowels, 
etc and oiling, adjusting and repairing ironmongery as 
necessary, replacing any glass damaged in removal or 
subsequently and stopping up all nail and screw holes with 
tinted plastic wood to match timber, unless otherwise 
described. Re-painting or re-varnishing is given separately

Prices for taking out of doors, windows, etc shall include for 
removal of all beads, architraves, ironmongery, etc

Prices for taking out and removing doors and frames shall 
include for removing door stops, cabin hooks, etc

Making good of finishes shall include making good of the brick 
and concrete surfaces onto which the new finishes are applied, 
where necessary

The contractor will be required to take all dimensions affecting 
the existing buildings on the site and he will be held solely 
responsible for the accuracy of all such dimensions where 
used in the manufacture of new items (doors, windows, fittings, 
etc)

REMOVAL OF EXISTING WORK

508m²On floors and roofs A

Take up and remove fully bonded waterproof membrane layers
including dressing and sealant around pipes, holes, etc and 
prepare screeds and/or plaster for new waterproofing

42m²On turn-ups and turn-downs exceeding 300mm girth B

68m²On tops and sides of inverted beams C
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30m²On walls A

Take up, remove and replace in patches fully bonded 
waterproofing membrane with similar approved fully bonded 
waterproof membrane layers including dressing and sealant 
around pipes, holes, etc and prepare screeds and/or plaster 
for new waterproofing in strict accordance with manufacturers 
specifications

56m²On floors and roofs B

62m²On turn-ups and turn-downs exceeding 300mm girth C

28m²On tops and sides of inverted beams D

413m²
Take up paving stepping blocks from concrete slabs including 
mortar bed and set aside and later refix in similar new position

 E

Hack up/off and remove granolithic, screeds, plaster, paving, 
etc from concrete or brickwork and prepare surfaces for new 
screed, plaster, paving, waterproofing finishes, etc

CLEANING, MAINTENANCE, SERVICING, ETC

1,206m²On roofs, turn-ups, etc F

Pressure wash and deep cleaning to aluminium painted 
waterproofing membranes to roofs, turn-ups, etc

9No
Pipes not exceeding 160mm diameter for pipe lengths not 
exceeding 5m long

 G

High pressure jet rodding to fullbore outlets and pipes 
including remove fullbore grating set-aside and later refix 
grating in similar new position, cleaning pipes, etc

17No
Pipes not exceeding 160mm diameter for pipe lengths 
exceeding 5m and not exceeding 10m long

 H

3No
Pipes not exceeding 160mm diameter for pipe lengths 
exceeding 10m long

 J

5No
Pipes not exceeding 160mm diameter for pipe lengths not 
exceeding 5m long

 K

Rotary machine cleaning into pipes including remove fullbore 
grating set-aside and later refix grating in similar new position, 
cleaning pipes, etc

-4-

Concrete Roof Repairs And Alterations

Bill No.  2

Maintenance and repair to Iziko Buildings
2206Q046 1.7 Iziko South African Museum

Carried to Collection R



March 2024

8No
Pipes not exceeding 160mm diameter for pipe lengths 
exceeding 5m and not exceeding 10m long

 A

3No
Pipes not exceeding 160mm diameter for pipe lengths 
exceeding 10m long

 B

WATERPROOFING

SUPPLEMENTARY PREAMBLES

Waterproofing of roofs, basements, etc shall be laid under a 
ten year guarantee.  Waterproofing to roofs shall be laid to 
even falls to outlets etc with necessary ridges, hips and 
valleys. Descriptions of sheet or membrane waterproofing shall
be deemed to include additional labour to turn-ups and turn-
downs

Waterproofing

WATERPROOFING TO ROOFS ETC

136m²On flat roofs C

Prime with one layer "Derbigum CG3" on one layer "Derbigum 
SP4" waterproofing membrane, sealed to and including 
bitumen primed surface by means of 'torch-fusion', laid with 
75mm side and 100mm end laps, in strict accordance with the 
manufacturer's instructions

15m²On turn-ups and turn-downs exceeding 300mm girth D

17m²On tops and sides of inverted beams E

13NoAdditional membrane and sealing into 100mm diameter outlet F

372m²On flat roofs G

Prime with one coat "Sika T-140 MG" on one layer "Sika T-140 
PG" waterproofing membrane, sealed to and including bitumen 
primed surface by means of 'torch-fusion', laid with 75mm side 
and 100mm end laps, in strict accordance with the 
manufacturer's instructions

41m²On turn-ups and turn-downs exceeding 300mm girth H

45m²On tops and sides of inverted beams J
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875m²On waterproofing to roofs A

Two coats "Silvakote" bituminous aluminium paint

WATERSTOPS, SEALING STRIPS, JOINT 
SEALANTS, ETC

564m

10 x 10mm In expansion joints in concrete slabs including 
removal of existing sealant and raking out expansion joint filler 
as necessary

 B

"Sikaflex 11FC" polyurethane sealing compound including 
backing cord, bond breaker, primer, etc

PLASTERING

SCREEDS

413m²On floors and roofs C

Screeds steel trowelled 

6m³Polystyrene void former  D

VOID FORMERS
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6

5

4

3

2Total Brought Forward from Page No.
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BILL NO. 3

Note: Tenderers are advised to study the attached 
specifications and the General Preambles for Trades 
2017 as published by the ASAQS before pricing this 
Bill.

All works in this Bill shall be deemed to be alterations 
of nature and the tenderer shall sufficiently allow for 
working in patches, around existing services, etc and 
no additional costs in this regard will be entertained.

ROOF COVERING REPAIRS AND ALTERATIONS

Unless otherwise stated herein, all items in this Bill 
shall be deemed to be a fixed price for the duration of 
this project.

----------------------------------------

SUPPLEMENTARY PREAMBLES

Tenderers are advised that where trade names are given for 
specific items other similar and approved specifications can be 
priced. All similar specifications shall be qualified when 
submitting the tender

General

ALTERATIONS

SUPPLEMENTARY PREAMBLES

Before submitting his tender the tenderer shall visit the site 
and satisfy himself as to the nature and extent of the work to 
be done and the value of the materials salvageable from the 
alterations.  No claim for any variations of the contract sum in 
respect of the nature and extent of the work or of inferior or 
damaged materials will be entertained

View site
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The contractor shall carry out the whole of the works with as 
little mess and noise as possible and with a minimum of 
disturbance to tenants in the building and to adjoining 
premises and their tenants.  He shall provide proper protection 
and provide, erect and remove when directed, any temporary 
tarpaulins that may be necessary during the progress of the 
works, all to the satisfaction of the principal agent

General

Doors, fanlights, windows, fittings, frames, linings, etc which 
are to be re-used shall be thoroughly overhauled before 
refixing including taking off, easing and rehanging, cramping 
up, re-wedging as required and making good cramps, dowels, 
etc and oiling, adjusting and repairing ironmongery as 
necessary, replacing any glass damaged in removal or 
subsequently and stopping up all nail and screw holes with 
tinted plastic wood to match timber, unless otherwise 
described. Re-painting or re-varnishing is given separately

Prices for taking out of doors, windows, etc shall include for 
removal of all beads, architraves, ironmongery, etc

Prices for taking out and removing doors and frames shall 
include for removing door stops, cabin hooks, etc

Making good of finishes shall include making good of the brick 
and concrete surfaces onto which the new finishes are applied, 
where necessary

The contractor will be required to take all dimensions affecting 
the existing buildings on the site and he will be held solely 
responsible for the accuracy of all such dimensions where 
used in the manufacture of new items (doors, windows, fittings, 
etc)

251m
Fascias, barge boards, valley boards, wall plates, bracing, 
rafters, gangboards, etc

 A

Take down and remove structural roof timber work, roof 
coverings, roof accessories, etc including cutting off as 
necessary, temporary support, bracing, etc

117mTimber purlins or battening B
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17m²

Slate roof covering from purlins or battening including 
preparing purlins or battening to receive new slates (slates 
measured elsewhere)

 A

Take down and remove slate roofs, shingles, etc

87m²

Slate roof covering from purlins or battening set aside for re-
use and later refix in similar new position including preparing 
purlins or battening to receive slates

 B

210m²Corrugated sheeting and purlins C

Take down and remove roof sheeting, etc

25m²Translucent sheeting and purlins D

1,190m²Corrugated sheeting from purlins E

218mRidge, hip, valley cappings or flashings F

Take down and remove galvanised steel sheet accessories, 
flashings, etc

66mCover, barge, side wall, head wall flashings G

1,400m²
Aluminium foil sheeting from purlins including cutting of 
sheeting as necessary

 H

Take down and remove insulation sheeting, panels, etc

153muPVC gutters and downpipes J

Take down and remove roof accessories, etc

CLEANING, MAINTENANCE, SERVICING, ETC

322m
Take down, adjust, re-align and re-install gutters in similar 
position

 K

Inspect, realign, re-seal and reinstall steel and aluminium roof 
gutters and downpipes

13mFascias and barge boards not exceeding 500mm girth L

Inspect and refix cement-fibre fascias and barge boards 
including replacing missing crews, H-profile brackets, etc
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26m²On cement-fibre slate roof coverings, ridges, hips, valleys, etc A

Inspect and refix cement-fibre slates, ridge cappings, hip 
cappings, etc 

126m²

Pressure wash and chemical cleaning on glazing panels and 
associated flashings, etc in strict accordance with the 
manufacturers specifications

 B

Pressure wash and deep cleaning to glazed roof coverings

473m²
Pressure wash and chemical cleaning on steel sheet roof 
coverings, flashings, etc

 C

Pressure wash and deep cleaning to galvanised steel sheet 
roof coverings

872m²On cement-fibre slate roof coverings, ridges, hips, valleys, etc D

Pressure wash and deep cleaning to cement-fibre slates 

1,055mGutters not exceeding 150 x 150mm  E

High pressure jet rodding to gutters, box gutters and down 
pipes including remove gratings set-aside and later refix 
gratings in similar new position, cleaning pipes, etc

13No
Down pipes not exceeding 160mm diameter for pipe lengths 
not exceeding 5m long

 F

3No
Down pipes not exceeding 160mm diameter for pipe lengths 
exceeding 5m long

 G

520m²

Remove damaged screws and replace with 12 x 65mm self-
drilling hex screws or similar approved in accordance with the 
manufacturers specifications not exceeding 25% screws of 
roof area to be replaced

 H

Inspect and replace all damaged and missing pierce screws 
through steel sheet roof coverings to timber purlins

223m²

Remove damaged screws and replace with 12 x 65mm self-
drilling hex screws or similar approved in accordance with the 
manufacturers specifications exceeding 25% and not 
exceeding 50% screws of roof area to be replaced

 J
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2,455m²Roof covering A

Inspect and service sheet steel roof coverings with "Simply 
Metal & Rust" water based rust converting paint

683m
Cappings, flashings, valley's, gutters, etc not exceeding 
300mm girth

 B

ROOF COVERINGS, CLADDINGS, ETC

PROFILED METAL SHEETING AND ACCESSORIES

1,400m²
Roof covering with pitches not exceeding 25 degrees and with 
side laps seam stitched

 C

"Safintra - Newlok" 0.55mm AZ200 spelter galvanised 
troughed steel sheets in single lengths with "Chromadek Plus - 
Fish Eagle White colour" finish on both sides, fixed to timber 
purlins or rails

218m
Ridge, hip and valley cappings or flashings not exceeding 
700mm girth

 D

"Safintra - Newlok" 0.55mm AZ200 spelter galvanised steel 
sheet accessories to preceding roof coverings and side 
cladding with "Chromadek Plus - Fish Eagle White colour" 
finish on both sides

66m
Cover, side wall, head wall and drip flashings not exceeding 
500mm girth

 E

305mNarrow and broad flute closers 466mm girth F

131m
Narrow and broad flute closers 466mm girth, raking at valleys 
or hips

 G

25m²
Roof covering with pitches not exceeding 25 degrees with 
hidden seam

 H

18mm "Sunpal 18/1000" semi-opaque 40% light transmission 
with "White Ice" colour finish translucent polycarbonate panels 
fixed to steel purlins or rails
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ROOF AND WALL INSULATION

1,400m²

Insulation sheeting laid taut over purlins (at approximately 
300mm centres) and fixed concurrent with roof covering with 
minimum 150mm stapled laps including galvanised steel 
straining wires at not exceeding 400mm centres and double-
sided tape at edges where required

 A

"Sisalation FR430" Multi-layered reinforced double-sided 
aluminium foil sheeting in accordance with SANS 1381-4 with 
a mass of not less than 293g/m² and a Class I fire rating in 
accordance with SANS 0177-3

1,400m²

Insulation blanket laid taut over purlins (at approximately 
760mm centres) and fixed concurrent with roof covering with 
stapled longitudinal flap joints, including fixing at top and 
bottom edges to purlins with and including hoop iron straps

 B

50mm Thick  "Isover" aluminium foil faced fibreglass blanket

SHEET METAL FLASHINGS, LININGS, COPINGS, 
ETC

86m
Cover, side wall, head wall and drip flashings not exceeding 
500mm girth

 C

0.55mm AZ200 spelter galvanised steel sheet accessories 
with "Chromadek Plus - Fish Eagle White colour" finish on both 
sides to existing roof coverings

CARPENTRY AND JOINERY

SUPPLEMENTARY PREAMBLES

Items described as "nailed" shall be deemed to be fixed with 
hardened steel nails or pins, or to be shot-pinned, to brickwork 
or concrete

Fixing

Items described as "plugged" shall be deemed to include 
screwing to fibre, plastic or metal plugs at not exceeding 
500mm centres, and where described as "bolted", the bolts 
have been given elsewhere

Notwithstanding Clause 5, Rule 10 on page 55 of the Standard 
System of Measuring Building Work, pelleting shall be deemed 
to be included in the descriptions of the relevant work
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STRUCTURAL TIMBERWORK ETC

117m76 x 50mm Purlins A

Sawn softwood

EAVES, VERGES, ETC

251m
12 x 225mm Grooved fascias including galvanised steel H-
profile jointing strips

 B

"Nutec" Medium density plain fibre-cement fascias and barge 
boards

RAINWATER DISPOSAL

SUPPLEMENTARY PREAMBLES

Descriptions of cast iron roof outlets shall be deemed to 
include joints to pipes and casting into concrete (adaptors for 
joints to PVC pipes, etc are given separately)

Descriptions of overflow pipes where measured in number, 
shall be deemed to include joints to cisterns and splay cut 
ends

General

RAINWATER DISPOSAL

135m140 x 150mm Roof gutters with beaded front edge C

Seamless aluminium prepainted gutters and rainwater pipes

18m101mm Diameter rainwater pipes D

5NoExtra over gutter for stopped end E

5NoExtra over gutter for outlet for 101mm diameter pipe F

10NoExtra over rainwater pipe for bend G

5NoExtra over rainwater pipe for shoe H

5NoExtra over rainwater pipe for eaves or plinth offset J
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5NoSpreader for 101mm pipe 500mm long A

PAINTWORK

SUPPLEMENTARY PREAMBLES

PREPARATORY WORK TO EXISTING WORK

Surfaces shall be thoroughly washed down and allowed to dry 
completely before any paint is applied. Blistered or peeling 
paint shall be completely removed and cracks shall be opened, 
filled with a suitable filler and finished smooth

Previously painted plastered surfaces

Surfaces shall be thoroughly rubbed and cleaned down. 
Blistered or peeling paint shall be completely removed down to 
bare metal

Previously painted metal surfaces 

Surfaces shall be thoroughly cleaned down.  Blistered or 
peeling paint shall be completely removed and cracks and 
crevices shall be primed, filled with suitable filler and finished 
smooth

Previously painted wood surfaces

All painting shall be done in accordance with "Dulux" 
specifications unless otherwise described

PAINT SPECIFICATIONS

Unless otherwise described paintwork on ceilings shall be 
deemed to be in the "White" colour group and paintwork on all 
other components shall be deemed to be in the "Pastel" colour 
group in accordance with the Natural Colour System (NCS) 
adopted by the SA National Standards

COLOURS
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PAINTWORK ETC TO NEW WORK

ON FIBRE-CEMENT BOARD SURFACES

251m
Fascias and barge boards not exceeding 500mm girth, 
including priming metal jointing strips

 A

Two coats "Dulux Rockgrip Acrylic Roof" paint

ON METAL SURFACES

120m²On flashings, valley gutters, fascias, etc B

One coat "Dulux Rockgrip general purpose undercoat" and two 
coats "Dulux Acrylic PVA" paint, on galvanised steel

238m
On flashings, valley gutters, fascias, etc not exceeding 300mm 
girth

 C

PAINTWORK, ETC TO PREVIOUSLY PAINTED 
WORK

ON METAL SURFACES

2,582m²On corrugated steel sheets D

One coat "Dulux undercoat" and two coats "Dulux Iron Primer" 
and two coats "Dulux Gloss enamel" paint, on galvanised steel

12m²On Turrets E

646mEaves gutters, spreader box, etc not exceeding 300mm girth F

One coat self etching primer, one coat "Dulux Rockgrip general
purpose" undercoat and two coats "Dulux Acrylic Roof" paint, 
on galvanised steel

775mRainwater downpipes not exceeding 300mm girth G

One coat self etching primer, one coat "Dulux Rockgrip general
purpose" undercoat and two coats "Dulux Acrylic PVA" paint, 
on galvanised steel
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473m²
On pressure washed steel sheet roof coverings (pressure 
washing elsewhere)

 A

Two coats "Powafix - Rust Converter" and two coats "Powafix - 
Metal Primer" acrylic polymer, on galvanised steel

161m
On flashings, valley gutters, fascias, etc not exceeding 660mm 
girth

 B
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17

16

15

14

13

12

11

10

9

8Total Brought Forward from Page No.
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BILL NO. 4

Note: Tenderers are advised to study the attached 
specifications and the General Preambles for Trades 
2017 as published by the ASAQS before pricing this 
Bill.

All works in this Bill shall be deemed to be alterations 
of nature and the tenderer shall sufficiently allow for 
working in patches, around existing services, etc and 
no additional costs in this regard will be entertained.

ASSOCIATED REPAIRS AND ALTERATIONS TO 
ROOFS

Unless otherwise stated herein, all items in this Bill 
shall be deemed to be a fixed price for the duration of 
this project.

----------------------------------------

SUPPLEMENTARY PREAMBLES

Tenderers are advised that where trade names are given for 
specific items other similar and approved specifications can be 
priced. All similar specifications shall be qualified when 
submitting the tender

General

ALTERATIONS

SUPPLEMENTARY PREAMBLES

Before submitting his tender the tenderer shall visit the site 
and satisfy himself as to the nature and extent of the work to 
be done and the value of the materials salvageable from the 
alterations.  No claim for any variations of the contract sum in 
respect of the nature and extent of the work or of inferior or 
damaged materials will be entertained

View site
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The contractor shall carry out the whole of the works with as 
little mess and noise as possible and with a minimum of 
disturbance to tenants in the building and to adjoining 
premises and their tenants.  He shall provide proper protection 
and provide, erect and remove when directed, any temporary 
tarpaulins that may be necessary during the progress of the 
works, all to the satisfaction of the principal agent

General

Doors, fanlights, windows, fittings, frames, linings, etc which 
are to be re-used shall be thoroughly overhauled before 
refixing including taking off, easing and rehanging, cramping 
up, re-wedging as required and making good cramps, dowels, 
etc and oiling, adjusting and repairing ironmongery as 
necessary, replacing any glass damaged in removal or 
subsequently and stopping up all nail and screw holes with 
tinted plastic wood to match timber, unless otherwise 
described. Re-painting or re-varnishing is given separately

Prices for taking out of doors, windows, etc shall include for 
removal of all beads, architraves, ironmongery, etc

Prices for taking out and removing doors and frames shall 
include for removing door stops, cabin hooks, etc

Making good of finishes shall include making good of the brick 
and concrete surfaces onto which the new finishes are applied, 
where necessary

The contractor will be required to take all dimensions affecting 
the existing buildings on the site and he will be held solely 
responsible for the accuracy of all such dimensions where 
used in the manufacture of new items (doors, windows, fittings, 
etc)

6No
Timber single door and frame 600 x 1,000m high overall from 
brick wall

 A

Take out and remove doors, windows, etc including 
thresholds, sills, etc
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MASONRY

SUPPLEMENTARY PREAMBLES

BRICKWORK

Walls in two skins described as "bagged and sealed" shall be 
deemed to include having the outer face of the inner skin 
bagged with 1:6 cement and sand mixture and sealed with two 
coats bitumen emulsion waterproofing coating

Bagged and sealed walls

Descriptions of recessed pointing to fair face brickwork and 
face brickwork shall be deemed to include square recessed, 
hollow recessed, weathered pointing, etc

Pointing 

TIMBER DOORS, WINDOWS, ETC

DOORS ETC

6No
40mm Door 600 x 1,000mm high including cutting door and 
frame to size

 A

Semi-solid flush doors with hardwood veneer hung to and 
including timber frames, including and fixing of ironmongery 
(ironmongery PC R1,000.00)

PAINTWORK

SUPPLEMENTARY PREAMBLES

PREPARATORY WORK TO EXISTING WORK

Surfaces shall be thoroughly washed down and allowed to dry 
completely before any paint is applied. Blistered or peeling 
paint shall be completely removed and cracks shall be opened, 
filled with a suitable filler and finished smooth

Previously painted plastered surfaces
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Surfaces shall be thoroughly rubbed and cleaned down.  
Blistered or peeling paint shall be completely removed down to 
bare metal

Previously painted metal surfaces 

Surfaces shall be thoroughly cleaned down.  Blistered or 
peeling paint shall be completely removed and cracks and 
crevices shall be primed, filled with suitable filler and finished 
smooth

Previously painted wood surfaces

All painting shall be done in accordance with "Dulux" 
specifications unless otherwise described

PAINT SPECIFICATIONS

Unless otherwise described paintwork on ceilings shall be 
deemed to be in the "White" colour group and paintwork on all 
other components shall be deemed to be in the "Pastel" colour 
group in accordance with the Natural Colour System (NCS) 
adopted by the SA National Standards

COLOURS

PAINTWORK ETC TO NEW WORK

ON WOOD SURFACES

10m²Doors A

One coat primer, one coat alkyd based universal undercoat 
and two coats superior quality universal enamel paint

9m²Door frames etc B
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BUDGETARY ALLOWANCES

SUPPLEMENTARY PREAMBLES

Work for which budgetary allowances are provided will be 
measured and valued in accordance with Clause 26 of the 
Principal Agreement and deducted in whole or in part if not 
required without any compensation for loss of profit on the  
said allowances

General

Prime cost amounts and provisional sums are net.  Prime cost 
amounts shall include for delivery to site of all articles 
concerned

Provisional sums are for material and equipment supplied and 
installed complete by firms of specialists

50,000.00Item
Provide the amount as indicated for sundry builders work in 
connection with removal of redundant services and equipment

 A

Sundry Builders Work In Connection With Roof Repairs

30,000.00Item
Provide the amount as indicated for sundry builders work in 
connection with roof repairs and alterations

 B
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19Total Brought Forward from Page No.
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No

Quantity Rate

March 2024

BILL NO. 5

Note: Tenderers are advised to study the attached 
specifications and the General Preambles for Trades 
2017 as published by the ASAQS before pricing this 
Bill.

All works in this Bill shall be deemed to be alterations 
of nature and the tenderer shall sufficiently allow for 
working in patches, around existing services, etc and 
no additional costs in this regard will be entertained.

SUBSEQUENT DAMAGE REPAIRS AND 
ALTERATIONS

Unless otherwise stated herein, all items in this Bill 
shall be deemed to be a fixed price for the duration of 
this project.

----------------------------------------

SUPPLEMENTARY PREAMBLES

Tenderers are advised that where trade names are given for 
specific items other similar and approved specifications can be 
priced. All similar specifications shall be qualified when 
submitting the tender

General

PAINTWORK

SUPPLEMENTARY PREAMBLES

PREPARATORY WORK TO EXISTING WORK

Surfaces shall be thoroughly washed down and allowed to dry 
completely before any paint is applied. Blistered or peeling 
paint shall be completely removed and cracks shall be opened, 
filled with a suitable filler and finished smooth

Previously painted plastered surfaces

-25-

Subsequent Damage Repairs And Alterations

Bill No.  5

Maintenance and repair to Iziko Buildings
2206Q046 1.7 Iziko South African Museum

Carried to Collection R



March 2024

Surfaces shall be thoroughly rubbed and cleaned down.  
Blistered or peeling paint shall be completely removed down to 
bare metal

Previously painted metal surfaces 

Surfaces shall be thoroughly cleaned down.  Blistered or 
peeling paint shall be completely removed and cracks and 
crevices shall be primed, filled with suitable filler and finished 
smooth

Previously painted wood surfaces

All painting shall be done in accordance with "Dulux" 
specifications unless otherwise described

PAINT SPECIFICATIONS

Unless otherwise described paintwork on ceilings shall be 
deemed to be in the "White" colour group and paintwork on all 
other components shall be deemed to be in the "Pastel" colour 
group in accordance with the Natural Colour System (NCS) 
adopted by the SA National Standards

COLOURS

PAINTWORK, ETC TO PREVIOUSLY PAINTED WORK

ON INTERNAL FLOATED PLASTER SURFACES

192m²Walls A

Two coats alkyd based universal undercoat and two coats 
"Plascon double velvet pure" paint for interior use

158m²Ceilings and beams B

SA MUSEUM - ADDITIONAL SCOPE

DAMAGED ROOF EAVE

30m²Eave coverings C

Take down and remove
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30m²
Ceilings including 38 x 38mm sawn softwood brandering at 
600mm centres and cross brandering at 600mm centres

 A

9.5mm Taper-edge gypsum plasterboard with taped and 
skimmed flush joints

30m²Ceilings and cornices B

One coat alkali resistant primer and two coats superior quality 
acrylic emulsion paint for interior and exterior use

WATERPROOFING REPAIRS AT TIMBER DECK AND 
TILES

74m²Timber decking incl. sub-structure, etc C

Take down and remove timber decking incl. sub-structure, etc. 
set aside for re-use and later refix in similar new position

105m²On floors and roofs D

Take up and remove fully bonded waterproof membrane layers
including dressing and sealant around pipes, holes, etc and 
prepare screeds and/or plaster for new waterproofing

4m³Grading to slabs E

Lightweight concrete

105m²40mm Thick on floors and landings F

Lightweight screeds wood floated, on concrete

105m²On floors G

Prime with one layer "Derbigum CG3" on one layer "Derbigum 
SP4" waterproofing membrane, sealed to and including 
bitumen primed surface by means of 'torch-fusion', laid with 
75mm side and 100mm end laps, in strict accordance with the 
manufacturer's instructions

32m²25mm Thick on floors and landings H

Screeds wood floated, on concrete
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32m²On floors and landings A

1200 x 1200 x 10m Glamstone grey matt (Italtile Code: SKU 
SU1330) porcelain tiles (PC R 900/m²) fixed with adhesive to 
plasterboard and flush pointed with tinted waterproof joining 
compound

DAMAGED 4TH FLOOR CEILINGS AND WALLS

10m²
Gypsum plasterboard ceilings, including timber brandering, 
cornices, etc

 B

Take down and remove roofs, floors, panelling, ceilings, 
partitions, etc

10m²
Ceilings including 38 x 38mm sawn softwood brandering at 
600mm centres and cross brandering at 600mm centres

 C

9.5mm Taper-edge gypsum plasterboard with taped and 
skimmed flush joints

10m²Ceilings and cornices D

One coat alkali resistant primer and two coats superior quality 
acrylic emulsion paint for interior and exterior use

35m²Prepare walls to receive new paint E

Preparatory work to existing surfaces

35m²Walls F

Two coats "Plascon double velvet" pure paint for interior and 
exterior use

REPAINT WATER DAMAGED AREAS IN FOYER - 
WALLS AND CEILINGS

340m²Prepare walls to receive new paint G

Preparatory work to existing surfaces

340m²Walls H

Two coats "Plascon double velvet" pure paint for interior and 
exterior use
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160m²Ceilings and cornices A

One coat alkali resistant primer and two coats "Plascon double 
velvet" pure paint for interior and exterior use

BUDGETARY ALLOWANCES

SUPPLEMENTARY PREAMBLES

Work for which budgetary allowances are provided will be 
measured and valued in accordance with Clause 26 of the 
Principal Agreement and deducted in whole or in part if not 
required without any compensation for loss of profit on the  
said allowances

General

Prime cost amounts and provisional sums are net.  Prime cost 
amounts shall include for delivery to site of all articles 
concerned

Provisional sums are for material and equipment supplied and 
installed complete by firms of specialists

50,000.00Item
Provide the amount as indicated for repairs to ceilings, 
skirtings, repainting, etc

 B

Sundry builders work in connection with subsequent damage 
due to roof leaks
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Page
No

SUMMARY

Bill
No

Amount

1Preliminaries1

7Concrete Roof Repairs And Alterations2

18Roof Covering Repairs And Alterations3

24Associated Repairs And Alterations To Roofs4

30Subsequent Damage Repairs And Alterations5
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