1ZIKO MUSEUMS - ROOF REPAIR PROJECT
NATIONAL GALLERY ROOF MECHANICAL SERVICES

SECTION 1: PRELIMINARY AND GENERAL

A.2.11 REV1
ITEM |DESCRIPTION UNIT QTY TOTAL RATE AMOUNT

The bill of quantities must be read together with the
preamble, tender specifications and drawings forming
part of this tender. Quantities will be re-measured,
actual quantities will be certified for payment
DRAWINGS
9004-19-BFS-001

1.0 [Section 1: Preliminaries & General

11 AI! TIME related |tem§ in terms of the Principal Agreement as relating to item 1 R 15,000.00 15,000.00
this contract (Mechanical works only)

12 Allow for all FIXED charge related items in terms of the Principal item 1 R R R
Agreement relating to this contract
Allow for all VALUE related items in terms of the Principal Agreement

13 N . N item 1 R - -
relating to this contract (Mechanical works only)

1.4 [Site establishment cost item 1 R - -

1.5 [Chemical toilets item 1 R - -

16 Prow.de all scaffolding, lifting and plant equipment needed for the sum 1 R R R
duration of the contract

1.7  [Rigging/hoisting of equipment (if applicable) item 1 R - -
Others, please specify: item R - -

TOTAL CARRIED OVER TO SUMMARY 15,000.00

Signed by Tenderer

Date




1ZIKO MUSEUMS - ROOF REPAIR PROJECT

NATIONAL GALLERY ROOF MECHANICAL SERVICES SECTION 2: FIRE PROTECTION
A.2.11 REV1
ITEM |DESCRIPTION UNIT | QTY RATE AMOUNT
2.1 |FIRE PROTECTION

Fire Extinguishers and Fire Hose Reels

Supply and install Chubb or other equal and approved 4.5kg DCP fire
2.1.1 |extinguishers mounted on 22mm timber backing board, painted red No 1 R - Rate Only

including fixing to wall

Chubb or other equal and approved 5.0kg CO, fire extinguishers
2.1.2 |mounted on 22mm timber backing board, painted red including fixing to No 6 R - R

wall

Fire hose reel complete with a wall-mounted bracket, hose guide,
2.1.3 |durable nozzle and 30m hose including pipework, breaking in to existing No 1 R - Rate Only

pipework, draining and refilling, etc

Water Supplies to fire equipment

Supply and install steel pipes, manufactured in accordance with SANS

62. Pipes shall be free of rust, flakes or other defects and shall be

cleaned internally before installation
2.1.4 |25mm Diameter pipe No 1 R - Rate Only
2.1.5 |50mm Diameter pipe No 1 R - Rate Only
2.1.6 |Extra over steel pipes for steel fittings No 1 R - Rate Only
2.1.7 |25mm Diameter tees No 1 R - Rate Only
2.1.8 |25mm Diameter elbows No 1 R - Rate Only
2.1.9 |25mm Diameter bends No 1 R - Rate Only
2.1.10 |25mm Diameter unions No 1 R - Rate Only
2.1.11 |25mm Diameter screwed sockets No 1 R - Rate Only
2.1.12 |25mm Diameter hangers No 1 R - Rate Only
2.1.13 |25mm Diameter stop valves No 1 R - Rate Only
2.1.14 |50mm Diameter tees No 1 R - Rate Only
2.1.15 |50mm Diameter elbows No 1 R - Rate Only
2.1.16 |50mm Diameter bends No 1 R - Rate Only
2.1.17 |50mm Diameter hangers No 1 R - Rate Only
2.1.18 |50 x 25mm Diameter reducing bushes No 1 R - Rate Only
2.1.19 |100mm Dial Glycerine Filled Pressure Guages No 1 R - Rate Only

Signed by Tenderer

Date




1ZIKO MUSEUMS - ROOF REPAIR PROJECT
NATIONAL GALLERY ROOF MECHANICAL SERVICES

SECTION 2: FIRE PROTECTION

A.2.11 REV1
ITEM |DESCRIPTION UNIT | QTY RATE AMOUNT
2.2 |Signage
Supply and install the following statutory Photoluminescent Signage
(SANS 1186-5 compliant) c/w suspension cables and aluminium frames.
The signs shall be glued onto a powder coated aluminium backing plate
(colour RAL 7005)
2.2.1 |Photoluminescent Sign E1 - size 190mm x 384mm No 1 R - Rate Only
2.2.2 |Photoluminescent Sign E2 - size 190mm x 384mm No 1 R - Rate Only
2.2.3 |Photoluminescent Sign E3 - size 190mm x 384mm No 1 R - Rate Only
2.2.4 |Photoluminescent Sign E9 - size 190mm x 384mm No 1 R - Rate Only
2.2.5 |Photoluminescent Sign E15A - size 772mm x 384mm No 1 R - Rate Only
2.2.6 |Photoluminescent Sign F1 - size 190mm x 772mm No 1 R - Rate Only
2.2.7 |Photoluminescent Sign F4 - size 190mm x 578mm No 1 R - Rate Only
2.2.8 |Photoluminescent Sign F13 - size 190mm x 384mm No 2 R - -
2.2.9 |Photoluminescent Sign F15 - size 190mm x 380mm No 1 R - Rate Only
2.3 [Maintenance
231 12 Month maintenance period covering the extiguisher and hose reel R } R
~ installation (maintenance period to commence on completion)
Maintenance of existing fire extinguishers, fire hose reels, and fire
232 . . L N R - -
hydrants in accordance with building regulations.
2.3.3 |Maintenance of 5kg CO2 fire extinguishers No 4 R - -
2.3.4 |Maintenance of fire hose reels No 4 R - -
24 |Testing & commissioning
241 Allow fgr the testing testing of existing fire hose reels, including a No 7 R ) R
dynamic flow and pressure test.
25 PROVISIONAL ALLOWANCES
Allow a Provisional Sum of R15 000.00 (Fourty Thousdand Rand) for any
2.5.1 |unforeseen expenses to be spent as and when directed by the sum 1 R 15,000.00 15,000.00
Mechanical Engineer
2.6 GUARANTEE
2.6.1 |Allow for 12 Month maintenance and guarantee for installations Sum 1.00 R - -
2.7 MAINTENANCE MANUALS

Signed by Tenderer

Date




1ZIKO MUSEUMS - ROOF REPAIR PROJECT

NATIONAL GALLERY ROOF MECHANICAL SERVICES SECTION 2: FIRE PROTECTION
A.2.11 REV1
ITEM [DESCRIPTION UNIT [ QTY RATE AMOUNT

Provide three (3) sets of operation and maintenance manuals with all as-

27l built drawings to the Cleint

Sum 1.00 R -l R

TOTAL CARRIED OVER TO SUMMARY R

Signed by Tenderer

Date




1ZIKO MUSEUMS - ROOF REPAIR PROJECT
NATIONAL GALLERY ROOF MECHANICAL SERVICES

A2.11REVL SUMMARY
SECTION DESCRIPTION AMOUNT (ZAR)
1 SECTION 1: PRELIMINARY AND GENERAL 15,000.00
2 SECTION 2: FIRE PROTECTION
TOTAL CARRIED OVER TO SUMMARY A.2.12 (EXCL. 15% VAT) 15,000.00

Signed by Tenderer

Date




